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New JIBBI 1270 EVO




JIBBI 1270 EVO
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DIMENSIONS AND DIFFERENCES BETWEEN 1250 EVO AND 1270 EVO

Max working height: 12,2 m

QOutreach: from 54 to 7 m

Basket size: 1,4 x 0,7 m

Max working height: 12,2 m
Outreach: from 6,5to 82 m

Basket size: 1,8 x 0,7 m

JIBBI 1250 EVO
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PERFORMANCE AND WORKING DIAGRAMS

COMPARISON BETWEEN 1250 EVO AND 1270 EVO

" 1 1250 EVO |

LATERAL s
LEVELING +/-15°

1270 EVO |

LONGITUDINAL
LEVELING +/-15°
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NEW CABLE CONSOLES BY

TOTAL WEIGHT: 3600 KG
wautec

BASKET CAPACITY 230 KG
BASKET ROTATION +/- 70°

EQUIPPED WITH AN HIGH PERFORMANCE
19.2 HP THREE-CYLINDER YANMAR
DIESEL ENGINE
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JIBBI 1270 EVO
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LONGITUDINAL LEVELING +/

PROACTIVE & DYNAMIC LEVELLING SYSTEMS

HELPING YOU WORK IN ROUGH TERRAINS

LATERAL LEVELING +/-15°

MIX LEVELING +/- 22°
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5M TO 8

OUTREACH FROM 6.

2M

WORKING HEIGHT UP TO 12.

JIBBI 1270 EVO
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- DYNAMIC WORKING PERFORMANCE:
DYNAMIC CONTROL OF THE PERFORMANCES OF THE MACHINE ACCORDINGLY TO THE

WORKING CONDITIONS (PATENT PENDING).
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JIBBI 1270 EVO



JIBBI 1270 EVO ALMACRAWLER ))

NEW ANTI-COLLISION ULTRASONIC SYSTEM:
FOR PROTECTING THE OPERATOR AS AN ANTICRUSHING BARRIER ON BOTH SIDES OF
THE BASKET (DURING UPPER AND LOWER MOVEMENTS).
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CONFIGURATOR
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Cingoll  standord

Colore Nawcella  Asurm 5015

Colore Forbice  nero sons

CokreVasca aranciona 2004

Motore elettnico  we

Configure your Almac
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